
Video Security as a Service 

obercloud.com 

Outdoor Wi-Fi IR 1080P Bullet IP Camera 

Model B221W 

Key Features 

 IP66 Rated 

 802.11 b/g/n 

 16GB microSD included 

 Limited Lifetime Warranty 

Specifications  
Camera  
Video NTSC / PAL 

Lens 3.6mm @ F2.4 

Image Sensor 1/2.7” 2 Megapixel CMOS 

Minimum Illumination Color: 0.1Lux,; B&W: 0.05Lux 

Viewing Angle 86° (H); 45° (V) 

S/N Ratio 50dB or more 

Video  
Resolution Up to 1920x1080P 

Frame Rate Up to 30FPS 

Motion Detection Zones 3 with sensitivity settings 

Wide Dynamic Range 70dB 

General  
Operating Temperature 14° to 140°F, -10° to - 60°C  

Power Consumption DC 12V, Max 3.5W 

Mounting Wall or Ceiling 

RAM / Flash 128MB / 16MB 

IR Distance Up to 65’ (20M) 

ICR Mechanical IR Cut Filter 

Plug In Power Supply Included 
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With a simple setup, this camera is fast and easy to   
install which can increase your overall number of      
installs per day. This feature-rich, camera will enhance 
your customer offering, enable you to compete more 
effectively, grow your RMR and make you more     
profitable with a hassle-free Limited Lifetime Warranty.  

The included microSD card ensures backup storage in 
the event of an internet outage and offers night vision 
for low-light environments, and flexible mounting     
options that provide peace of mind for your               
customers—making these cameras an easy sell for you.  


